


GTE TELEPHONE OPERATING COMPANIES TARIFF FCC NO. 1
7th Revised Page 58.1

In lieu of 6th Revised Page 58.1
Cancels 5th Revised Page 58.1

Issued:  March 9, 2001 Effective:  March 10, 2001

FACILITIES FOR INTERSTATE ACCESS

2. GENERAL REGULATIONS  (Cont'd)

2.6 Definitions  (Cont'd)

ADSL

The term �ADSL� is Asymmetrical Digital Subscriber Line (ADSL) Service.  ADSL is a technology that allows high
speed data to be sent over existing cooper facilities.  ADSL supports data rates of from 256 Kbps to 1.5 Mbps when
receiving data (downstream rate) and from 64 Kbps to 768 Kbps when sending data (upstream rate).

Agent

The term "Agent" as used in Section 6 of this tariff, is defined as that person or entity that the GTOCs acknowledge
as controlling decisions pertaining to public or semipublic Pay telephone Service or, that person or entity duly
authorized to act in that capacity by the physical owner of the premises.

Aggregator

The term "Aggregator" denotes any individual, partnership, association, joint-stock company, trust or corporation
that, in the ordinary course of its operations, makes telephones available to the public or to transient users of its
premises, for interstate telephone calls using a provider of operator services.

Alternate Billing Service

The term "Alternate Billing Service (ABS)" denotes the ability of the end user to bill calls to an account not
necessarily associated will the originating line, including calling card, collect and third number billing.

Answer/Disconnect Supervision

The term "Answer/Disconnect Supervision" denotes the transmission of the switch trunk equipment supervisory
signal (off-hook or on-hook) to the CDL for terminating calls to the Telephone Company end office as an indication
that the called party has answered or disconnected.

Answer Message

The term "Answer Message" denotes an SS7 message sent in the backward direction to indicate that the call has
been answered.

Attempt

The term "Attempt" denotes a call in the originating direction from an end user to the CDL which is completed
(answered) or not completed (not answered) and a call in the terminating direction from the CDL to a customer
which is completed (Answered) or not completed (not answered).

Attenuation Distortion

The term "Attenuation Distortion" denotes the difference in loss at specified Frequencies relative to the loss at
1004 Hz.
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GTE TELEPHONE OPERATING COMPANIES TARIFF FCC NO. 1
6th Revised Page 60.1

In lieu of 5th Revised Page 60.1
Cancels 4th Revised Page 60.1

Issued:  March 9, 2001 Effective:  March 10, 2001

FACILITIES FOR INTERSTATE ACCESS

2. GENERAL REGULATIONS (Cont'd)

2.6 Definitions (Cont'd)

Circuit Code

The term "Circuit Code" denotes the service class routing of an SS7 call that indicates the interexchange
carrier trunk group to which the traffic will be routed (e.g., 0+, 0-, 500, 900, etc.).

Committed Informationate (CIR)

The term �Committed Information Rate (CIR)� denotes the maximum information rate at which customer traffic will be
admitted to the Frame Relay network without being designated eligible for discard.

Common Channel Signaling System 7 Network (CCS7)

The term "Common Channel Signaling System 7 Network (CCS7)" denotes a dedicated out-of-band signaling
network which utilizes Signaling System 7 (SS7) protocol to provide call handling and data base access services.
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GTE TELEPHONE OPERATING COMPANIES TARIFF FCC NO. 1
2nd Revised Page 63.1

In lieu of 1st Revised Page 63.1
Cancels Original Page 63.1

Issued:  March 920, 2001 Effective:  March 10, 2001

FACILITIES FOR INTERSTATE ACCESS

2. GENERAL REGULATIONS (Cont'd)

2.6 Definitions (Cont'd)

Four-Wire to Two-Wire Conversion

The term "Four-Wire to Two-Wire Conversion" denotes an arrangement which converts a four-wire transmission path to
a two-wire transmission path to allow a four-wire facility to terminate in a two-wire entity such as a central office switch
trunk circuit or switching system.

Frame

The term �Frame� denotes a group of data bits, in a specific format, with a flag at either end to indicate the beginning
and end of the frame.  The defined format enables network equipment to recognize the meaning and purpose of specific
bits.

Frame Relay Access Line

Provides access to the Frame Relay Network connecting customer facilities at the network interface with a
corresponding Frame Relay Port.
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GTE TELEPHONE OPERATING COMPANIES TARIFF FCC NO. 1
17th Revised Page 64

In lieu of 16th Revised Page 64
Cancels 15th Revised Page 64

Issued:  March 9, 2001 Effective:  March 10, 2001
FACILITIES FOR INTERSTATE ACCESS

2. GENERAL REGULATIONS (Cont'd)

2.6 Definitions (Cont'd)

Frame Relay Port

For Frame Relay Service, the physical entry points for access lines and the originating and terminating points for Permanent Virtual Circuits
(PVCs).  Ports include the electronic equipment used in connecting these service elements to the Frame Relay Network, and enable
customers to allocate bandwidth to applications, as needed, at customer designated transmission speeds of either 56 Kbps or 1.544 Mbps.

Gateway Switch

The switch through which communication passes between public packet switched networks.

Geographically Aggregated Rate (GAR)

The term "Geographically Aggregated Rate" denotes a situation in which the rates and charges for a service offering, for which there is
currently no demand, are developed based upon the aggregated revenue requirement and demand for more than one study area.  Upon
receipt of a request for service, the current geographically averaged rates will be redeveloped to include the new study area.

Example: Study areas A, B and C have been geographically aggregated.  Geographically averaged rates for A and B were developed
based upon their aggregated revenue requirement and demand, while Area C, marked "GAR", has no current demand.  Should
C receive a request for service, the current geographically averaged rates will be redeveloped to include C's revenue and
demand.  The redeveloped rates and charges will now be applicable to customers on A, B and C.

Ground Start Supervisory Signaling

The term "Ground Start Supervisory Signaling" denotes a type of signaling which provides for the application of ground on the tip side at the
point of termination (assuming no signaling conversion has been provided by the Telephone Company) as an initial seizure signal before the
application of ringing in the originating direction (towards the customer from the end office).

Head-End

The Telephone Company location where analog video and audio signals are received from the customer for transmission over the broadband
distribution facilities to subscribers for the purposes of providing Video Channel Services.

Immediately Available Funds

The term "Immediately Available Funds" denotes a corporate or personal check drawn on a bank account and funds which are available for
use by the receiving party on the same day on which they are received and includes U.S. Federal Reserve bank wire transfers, U.S. Federal
Reserve notes (paper cash), U.S. coins, U.S. Postal Money Orders, and New York Certificates of Deposit.

Individual Case Basis

The term "Individual Case Basis" (ICB) denotes a condition where the regulations, if applicable, rates and charges for an offering under the
provisions of this tariff are developed based on the circumstances in each case.

Information Service Provider

The term "Information Service Provider" denotes one who offers a capability for generating, acquiring, storing, transforming, processing,
retrieving, utilizing, or making available information which may be conveyed via telecommunications, except that such service does not
include (1) any use of any such capability for the management, control, or operation of a telecommunications system or the management of a
telecommunications service, or (2) the provision of time, weather, and such other similar audio services that are offered by any GTOC.

Certain material appearing on this page formerly appeared on Page 364.
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GTE TELEPHONE OPERATING COMPANIES TARIFF FCC NO. 1
21st Revised Page 68.1

In lieu of 20th Revised Page 68.1
Cancels 19th Revised Page 68.1

Issued:  March 9, 2001 Effective:  March 10, 2001

FACILITIES FOR INTERSTATE ACCESS

2. GENERAL REGULATIONS (Cont'd)

2.6 Definitions (Cont'd)

Payload

The term "Payload" denotes the portion of the SONET signal available to carry service signals such as DS0, DS1, and DS3.

Permanent Virtual Circuit (PVC)

The term "Permanent Virtual Circuit (PVC)" denotes a logical channel defined in software, that establishes a path from one
customer port to another.

Physical EIS

The term "Physical EIS" denotes an offering that enables customers to place equipment needed to terminate basic
transmission facilities, including optical terminating equipment and multiplexers, within or upon the Telephone Company's wire
center or Telephone Company access tandem buildings, use such equipment to connect customer's fiber optic systems or
microwave radio transmission facilities (where reasonably feasible) with the local exchange carrier's equipment and facilities
used to provide interstate switched and special access services.

Plant Test Date

The term "Plant Test Date" denotes the date on which installation is completed and the Telephone Company to customer
testing can begin.

Point of Termination

The term "Point of Termination" denotes the point of demarcation at a CDL or end user premises at which the Telephone
Company's responsibility for the provision of FIA Service ends.

Premises

The term "Premises" denotes a building or buildings on continuous property (except Railroad Right-of-Way, etc.) not
separated by a public highway.

Pre-service Testing

The term "Pre-service Testing" denotes tests performed on a FIA to assure standard transmission performance/parameters
meet specifications prior to acceptance testing.

Primary Exchange Carrier

The term "Primary Exchange Carrier" (PEC) denotes the telephone company in whose exchange a customer's first point of
switching (i.e., dial tone for FGA or BSA-A, an access tandem for FGB or BSA-B) is located.

Material omitted from this page now appears on Page 68.2.
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